UPS MAINTENANCE BYPASS SWITCH SPECIFICATIONS





Quantity:  40 each


Rating:	200A


Voltage: 480V 3-phase 3-wire


Number of Poles: 9


Withstand Rating: 10,00OA min*


Switch Positions:	 Bypass, Normal


Operator:	External manually operable rotary handle


Electrical Interlock:	Accepts contact closure (energize to unlock) to permit     			operation only when UPS is on internal bypass with 					provision to defeat lock.


Contacts:	Load break rated*, make before break, silver or silver alloy brazed 			to associated part


Enclosure:	NEMA 1/12 gray finish


UL listed:	or UL Recognized components assembled per UL 508*


Indicating Lights:	120V AC, red, lit when switch is in "bypass" position


Control Voltage:	120V AC from external source


Input Terminals:	3-wire from UPS, 3-wire from bypass source, #1- #4/0 lugs 			(one set)


Output Terminals:3-wire to critical load, 3-wire to load bank, #1- #4/0 lugs 			(one set)


Cable Entry:	Top and bottom





Contact Sequencing:  BYPASS Contacts for circuits from UPS to critical load open; circuits from 


                                   bypass source to critical load and from UPS to load bank closed.


		      NORMAL Contacts for circuits from UPS to load bank and from bypass source to


                                   critical load open; contacts for circuit from UPS to critical load closed.





Other Requirements:





1.	Delivery Schedule: February 1, 1998.





2.           FOB Point:  Destination (various locations within the US to be specified)





3.	Damaged Goods Replacement: Any equipment


              damaged by carrier will be replaced at no cost to


               the government.





* Features required to be added to the standard ASCO 933 bypass switch 


(part number is 933N904006E3C) to
