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The Next Generation Air/Ground Communication (NEXCOM)  Request For Information (RFI) #1 (6/25/99)


Interface Control Document (ICD) - Industry ISSUES

OPEN/ 
AUTHOR
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ID
CLOSED
CATAGORY
DATE
ISSUE
INDUSTRY QUESTION
DESCRIPTION
 ISSUES

Robert 
Email+

1
open
RIU
3/10/99
Functional 
Should all protocol processing be
Protocol processing done at RIU 

Allocation
 done at the RIU to simplify the 
versus previous documented 

interface?
versions.

Carl Pearson
Email+

3
open
Radio
3/11/99
Functional 
Should MAC error coding and 
Error coding and formatting

Allocation
formatting be done at MDR or 

RIU?

John Petro
Email

7
open
RIU
3/15/99
Functional 
Where should the squelch 
Radio will take care of squelch 

Allocation
function be handled, RIU or MDR?
funtion-add to SARPS/MASPS

John Petro
Email

8
open
RIU
3/15/99
Functional 
Should all the coding, sync, and 
All the coding, synch, MAC will 

Allocation
MAC move out of the radio?
move out of the radio.

Carl Pearson
Email

14
open
RIU
3/22/99
Data 
How is line propagation delay 
Clocks - propagation delay

Requirements
accomodated between MDR and 

RIU at separate T/R sites?
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Carl Pearson
Email

15
open
RIU
3/22/99
Data 
How will voice delay be limited?
Voice-Burst - 3 spare bits indicate 

Requirements
which vocoder frame (1-6) is sent 

First

