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2.
AMENDMENT/MODIFICATION NO
3.
EFFECTIVE DATE
4.
REQUISITION/PURCHASE REQ NO.
5.
PROJECT NO (If applicable)

A004

12/12/00




6.
ISSUED BY
code

7.
ADMINISTERED BY (If other than Item 6)
CODE





FAA, MIKE MONRONEY AERONAUTICAL CENTER

FOR MORE INFORMATION CONTACT:

AMT CONTRACTING TEAM  AMQ-310

Name:  JOE SMITH, AMQ-310

P O BOX 25082

Telephone No.  (405) 954-7791

OKLAHOMA CITY OK  73125-4929

Fax:  (405) 954-3030




8.  NAME AND ADDRESS OF CONTRACTOR (No., street, county, State and ZIP Code)
(X)
9A.  AMENDMENT OF SOLICITATION NO


X

DTFA-02-52-R-0014377-A


TO ALL PROSPECTIVE OFFERORS

9B.  DATED (SEE ITEM 11)





11/15/00




10A. MODIFICATION OF CONTRACT/ORDER  








10B.  DATED (SEE ITEM 13)

CODE
FACILITY CODE




11.  THIS ITEM ONLY APPLIES TO AMENDMENTS OF Solicitations

 ( X )The above numbered solicitation is amended as set forth in Item 14.  The hour and date specified for receipt of Offers  [ X ]  is extended,  [  ]  is not extended.  

Offers must acknowledge receipt of this amendment prior to the hour and date specified in the solicitation or as amended, by one of the following methods:  (a)  By completing Items 8 and 15, and returning    [     1    ]   copy of the amendment; (b) By acknowledging receipt of this amendment on each copy of the offer submitted; or (c)  By separate letter or telegram which includes a reference to the solicitation and amendment numbers.  FAILURE OF YOUR ACKNOWLEDGMENT TO BE RECEIVED AT THE PLACE DESIGNATED FOR THE RECEIPT OF OFFERS PRIOR TO THE HOUR AND DATE SPECIFIED MAY RESULT IN REJECTION OF YOUR OFFER.  If by virtue of this amendment you desire to change an offer already submitted, such change may be made by telegram or letter , provided each telegram or letter makes reference to the solicitation and this amendment, and is received prior to the opening hour and date specified.

12.  ACCOUNTING AND APPROPRIATION DATA  (If required)

13.  THIS ITEM APPLIES ONLY TO MODIFICATIONS OF CONTRACTS/ORDERS,

IT MODIFIES THE CONTRACT/ORDER NO. AS DESCRIBED IN ITEM 14.

(X)
  A.  THIS CHANGE ORDER IS ISSUED PURSUANT TO: (Specify authority) THE CHANGES SET FORTH IN ITEM 14 ARE MADE IN THE CONTRACT ORDER NO. IN ITEM 10A.





  b.  the above numbered contract/order is modified to reflect the administrative changes(such as changes in paying office, 

       appropriation date,etc.)set forth in item 14, pursuant to the authority of far 43.103(b).


  c.  this supplemental agreement is entered into pursuant to authority of:





  d.  other (Specify type of modification and authority)







E.
  IMPORTANT:  Contractor  [    ]  is not, [    ]  is required to sign this document and return [      ]  copies to the issuing office.




14.  description of amendment/modification (Organized by UCF section headings, including solicitation/contract subject matter where feasible.)


The solicitation referenced in Item 9A above is amended as follows:




A. To amend the solicitation to revise SOW, page 18R to add Article C.5.4.1(c)(3) back in and delete Article C.5.4.1(d)(3).  









 Reference Item 11 above.  Acknowledge receipt of this amendment to:


FAA Bid & Proposal Officer (AMQ-140)


Room 321, Multi-Purpose Building


6500 South MacArthur Boulevard  (P.O. Box 25082, Zip 73125-4933)


Oklahoma City,  OK  73169-4933

Except as provided herein, all terms and conditions of the document referenced in item 9A or 10A, as heretofore changed, remains unchanged and in full force and effect

15A. name and title of signer ((Type or print)
16A.  name and title of contracting officer (type or print)







15B.  contractor/offeror
15C. date signed
16B.  united states of america
16c  date signed



BY:


(Signature of person authorized to sign)

(Signature of Contracting Officer)


OMB CONTROL NO. 2120-0595







SF 30  FAA TEMPLATE NO. 11 (8.97) 






















































(c)
All aircraft shall be certified for flight into known light or moderate icing conditions and have the following anti-icing/de-icing system:






(1)
Wing, vertical, and horizontal stabilizer pneumatic/electric de-icing system.






(2)
Electrical propeller anti-icing system.






(3)
Electrical windshield anit-icing system.






(4)
Heated fuel vents, stall warning tab(s), and pitot sources per icing flight certification in accordance with FAR Part 23.





(d)
The aircraft shall have the following radio equipment installed, which shall be equal to or better than King Silver Crown equipment:






(1)
King KC-200 or equivalent flight director and three-axis autopilot capable of coupled flight in the navigation mode to at least the primary radio, including coupled approach facility.






(2)
Dual T.S.O.'d communication system with 720 channel, 25 Khz spacing, digitally tuned, with frequency range of 118 to 136 Mhz, equipped with "push to talk" on both control wheels.






(3)
--Deleted--






(4)
At least one ADF receiver.






(5)
Dual T.S.O.'d navigation system with 200 channel, 50 Mhz spacing, digitally tuned, with C.D.I. indicators.






(6)
Marker beacon system with three lights and aural tone with Hi-Lo switch equal to King KMA-20.






(7)
Transponder with 4096 reply- code on mode A and C with reply light equal to or better than King KT-76A.






(8)
Digital T.S.O.'d ADF receiver.






(9)
D.M.E. receiver.






(10)
Fully IFR certified approach capable GPS receiver with current complete and revisable USA database integrated with HSI instrument equal or better than King KN-90B.






(11)
Weather radar equal or better than Bendix RDR-160 or better, with stabilized antenna.






(12)
Encoding altimeter system Aerosonic 1014-20-01223 or equal.






(13)
Dual needle RMI system for VOR and ADF navigation.  The single needle shall be tied to number one navigation system, the dual needle to the number two-navigation system with the capability of switching ADF to either needle.  The azimuth (compass) card shall be tied to the course indicator (compass) system.





(e)
The aircraft shall have the following other equipment installed:






(1)
Dual pilot and copilot slaved heading indicators, attitude indicators, altitude indicators, airspeed indicators, and vertical speed indicators.






(2)
An attitude indicator system and turn and bank (turn coordinator) system powered by two different power sources, i.e., pneumatic (pressure or vacuum) and electric (FAR Part 91.33).






(3)
Original equipment air conditioning system with engine driven freon compressor.






(4)
Ground service plug (if available from the manufacturer).






(5)
Accumulator type propeller unfeathering system, if available, from the manufacturer or through a retrofit Supplemental Type Certificate.
