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       August 29, 2003

Subject: WSP Contractor Depot Logistics Support/Open Letter to Vendors

Dear Vendors,

Attached, please find Screening Information Request (SIR) DTFA01-03-R-10985 (attached files “SF 33 and “CDLS-SIR”) for the procurement of Contractor Depot Logistics Support of the FAA Weather Systems Processors.  As can be seen, responses are due by 4:00 p.m. on September 30, 2003.  

There will be an opportunity to view an actual WSP system at the William J. Hughes Technical Center in Atlantic City, NJ.  The date of this opportunity is September 9th 2003.  The times available are 9:00 & 10:30 a.m., and 1:00 & 2:30 p.m.  If you desire to avail yourself of this opportunity, please respond to the undersigned at 202/267-3689 (e-mail gerald.boyer@faa.gov).  Due to space constraints, we must limit the number of visitors to two per vendor.  Please indicate the number of people attending (one or two) and the desired time slot.  While every effort will be made to accommodate the requested slot, your assigned slot may be different.  Vendors will then be provided with explicit direction and instructions.  Please note, this visit is primarily to view hardware, and the ability to answer questions will be quite limited. 

As a result of the Market Survey previously conducted, the FAA has received several questions.  Questions and responses are provided via the attached file “WSPcdlsquestions”.     

The FAA has received inquiry as to the availability of the WSP Technical Instruction Book (WSP TIB).  In accordance with new homeland security provisions, that document is considered sensitive information subject to limited distribution.  Therefore, to receive it, please return the attached file  “Nondisclosure agreement” to the undersigned.  This may be provided via fax at 202/267-5536.  A distribution decision will be made.  Following a positive decision, temporary access to a password protected FAA Intranet site will be provided.  On that site will be found twenty-two electronic files in Microsoft Word format.  They will constitute the WSP TIB’s eleven chapters with attachments and use about 34 Megabytes of space.  If preferred, Compact Disks will also be made available.      

The attached file “MTBF data” provides the currently available mean time between failure data of WSP LRUs.

Sincerely,

Gerald L. Boyer

Gerald L. Boyer

Contracting Officer


