SCOPE OF WORK
LOCATION:

DENVER INTERNATIONAL AIRPORT, DENVER, COLORADO

FACILITY LOCATION:
1.  RUNWAY 34 ALSF

2.  RUNWAY 35-L ALSF

3.  RUNWAY 35-L LOCALIZER (LOC)

PROJECT DESCRIPTION:
IN ACCORDANCE WITH ALL FEDERAL, STATE AND LOCAL REQUIREMENTS FOR ENVIRONMENTAL CONTROLS ON THE REMOVAL, CLOSURE, INSTALLATION, AND PERMITING OF FUEL STORAGE TANKS (AST AND UST),

THE SELECTED CONTRACTOR SHALL PROVIDE A COMPLETE TURNKEY CONTRACT PROPOSAL TO REMOVE AND DISPOSE OF THREE EXISTING VAULTED FUEL STORAGE TANKS (2 x 2000 GAL. & 1 x 500 GAL TANKS) AND ASSOCIATED TANK PIPING AND MONITORING SYSTEMS AT DENVER INTERNATIONAL AIRPORT.

INSTALL NEW UST TYPE FUEL STORAGE TANKS (2 x 1000 GAL. & 1 x 500 GAL.

TANKS) AND ASSOCIATED PIPING AND UST MONITORING EQUIPMENT AT THE SAME RESPECTIVE LOCATIONS.

UPGRADE OVERFILL PROTECTION - ONE 5 GALLON BELOW GRADE SPILL CONTAINMENT BUCKET WITH RISER TO FINISH GRADE.

SUPPLY AND RETURN LINES TO BE UV PROTECTED AND FLEX PIPE WITH ISOLATION  BALL VALVES.

DURING CONSTRUCTION, CONTRACTOR WILL SUPPLY A TEMPORARY AST (MIN. 1000 GAL) AT THE PROJECT SITE FOR TEMPORARY EMERGENCY FUEL SUPPLY TO FACILITY.

SUBMITTALS / DOCUMENTATION / PERMITS TO STATE OIL INSPECTION SECTION AND THE FAA.

PERMITS FROM DENVER FIRE DEPARTMENT PRIOR TO START WORK.

EXISTING CONCRETE VAULTS SHALL BE  ENGINEERED and or MODIFIED TO ANCHOR AND SUPPORT THE NEW UST INSTALLATIONS.

CONTRACTOR IS RESPONSIBLE FOR OBTAINING, MAINTAINING AND

UNDERSTANDING ALL NECESSARY DIA AIRPORT SECURITY ACCESS CONTROL

REQUIREMENTS WHILE COORDINATING THIS PROJECT.

IDENTIFICATIONFORALLCONTRACTPERSONNEL,SUBCONTRACTORS, AND

VEHICLES IS THE RESPONSIBILITY OF THE PRIME CONTRACTOR.

THE FAA WILL PROVIDE ON SITE SECURITY ESCORTS ON A PER SITE BASIS.

