J-4  EXISTING FAA NEXGEN SYSTEM 

EQUIPMENT CONFIGURATIONS

All servers use Intel Pentium-based processors.  The x350 and x360 servers support multiple processors and large quantities of RAM (e.g. 2 to 4 GB), Windows 2000/2003 Server base operating system, and Lotus Domino 6.5.x messaging system.

Description
Quantity

IBM xSeries 232 Server

  1

IBM xSeries 330 Server

  2

IBM xSeries 335 Server

24

IBM xSeries 350 Server

61

IBM xSeries 360 Server

25

3600 IBM Tape Library

15

LTO Half Height Tape Backup
   1

4560 Tape Library

  4

The servers are deployed in varying configurations at the 12 major FAA sites:

AAL - Alaska Regional Office - Anchorage, AK

ACE - Central Regional Office - Kansas City, MO

ACT - William J. Hughes Technical Center - Atlantic City, NJ

AEA - Eastern Regional Office - Jamaica, NY

AGL - Great Lakes Regional Office - Des Plaines, IL

AMC - Mike Monroney Aeronautical Center - Oklahoma City, OK

ANE - New England Regional Office - Burlington, MA

ANM - Northwest Mountain Regional Office - Renton, WA

ASO - Southern Regional Office - College Park, GA

ASW - Southwest Regional Office - Forth Worth, TX

AWA - FAA Headquarters - Washington, DC

AWP - Western Pacific Regional Office - Lawndale, CA

All equipment is currently rackmounted (with the exception of the one xSeries 232) in IBM racks.
