TABLE   I
Parameter


Requirement

Power circuit rating, steady state per ring


55 amps/208 VAC

Power circuit rating, surge per ring


80 amps for 10 seconds

Power circuit duty cycle


2 hours on/1 hour off for 3 cycles in a 24 hour period. Repeated for total of 20 non-consecutive 24 hour periods. Off for the remaining 8280 hours in a 8760 hour annual period

Signal circuit rating, per ring


.09 amps/28 VDC

Signal circuit duty cycle
100%



Service:    Brush Life

                 Ring life

                 Periodic Maintenance
15,000 hrs. minimum at 60 rpm continuous

3 year minimum at 60 rpm continuous; 5 year goal

2 hours maximum; not more frequently than annually



Factory service
No less than 3 year interval; 5 year goal



Sealing
Impervious to liquid drip from above. Drip contains bearing grease additive PAO.



Temperature range:     Operating

                                      Storage and

                                      Shipping


-25(C to +70(C

-50(C to +70(C

Static contact resistance
20 m( power and 100 m( signal average



Dynamic resistance
(see Norden drawing 189635)



Dielectric strength
500 vrms @ 60 Hz, leakage

( 50(a



Insulation resistance
( 1000 M( @ 500 VDC



Note: This table summarizes certain Slip Ring parameters. The values in this table are in addition to and in some cases supersede the data in Norden drawing  #189635.
